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From: Kerang.Sun@CH2M.com
To: Raymond Chavira/R9/USEPA/US@EPA; Tom.Perina@CH2M.com
Cc: John.Dolegowski@CH2M.com
Subject: RE: Request to check for CDM-generated work products
Date: 03/01/2012 03:45 PM


I don’t remember seeing any modeling work focusing on the Benchmark site. I think for the design
of the current Benchmark system along Nelson, they estimated the widths of capture zones of the
extraction wells using analytical method based on estimated Qs. Not sure who did it though.
 
John may have more information about this.
 
Kerang
 
Kerang Sun, Ph. D., P. G.
Project Consultant
Environmental Services
CH2M HILL
6 Hutton Centre Drive, Suite 700
Santa Ana, CA 92707
Direct 714.435.6324
Fax 714.424.2238
www.ch2mhill.com


From: Raymond Chavira [mailto:Chavira.Raymond@epamail.epa.gov] 
Sent: Thursday, March 01, 2012 3:38 PM
To: Perina, Tom/RIV
Cc: Dolegowski, John/SCO; Sun, Kerang/SCO
Subject: Request to check for CDM-generated work products
 
Tom, 


I would like HILL to review past PVOU documents for any CDM-generated modeling or other
documents where it may or may not include Benchmark data  for any efforts in the PVOU. 


Please call for clarification if needed 


Ray
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